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NOTE

WITHIN ROAD ALLOWANCE

FLUSHING AND VALVE CONNECTION DETAIL ON LPSS MAIN

GRADE

(PER ENGINEER)

SUPPORT

FOR STRUCTURAL

MAYBE NECESSARY

CONCRETE PAD

(PER ENGINEER)

MAYBE NEEDED

INSULATION

LPSS MAIN

SIZED PER

BALL VALVE

FULLY PORTED

MAIN

SIZED PER LPSS

BALL VALVE

FULLY PORTED

VALVE BOX/ROD &

COMPLETE WITH CAP

FITTING (CAN LOCK)

QUICK CONNECT

1. ALL PIPE AND FITTINGS MUST BE PVC SCH 80 OR EQUIVALENT.

2. STREET USE REQUIRES A TRAFFIC BEARING LID.

GRADE

(PER ENGINEER)

MAYBE NEEDED

INSULATION

BEDDING

GRAVEL

THE ROAD ALLOWANCE

SANITARY SEWER WITHIN

GRINDER PUMP TO LOW PRESSURE

SEE NOTE 2

MARKED "SEWER" (TYP.)

LOCKING CLEANOUT COVERSEE NOTE 2 (TYP.)

BRASS NIPPLE

(LENGTH TO SUIT)

PIPE 

WYE

MANHOLE

SANITARY SEWER

TO GRAVITY 

BY ENGINEER

AS SPECIFIED

OR BEDDING

THRUST BLOCK

CRUSHED STONE

PEA GRAVEL OR

RESTRAINED THRUST BLOCK

END CAP

WYE

SCH ADPT

SOC X FIP

MANHOLE

 EVERY 100 ft/30m MAXIMUM

EVERY 100 ft/30m MAXIMUM

STANDARD DRAWING
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