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TYPICAL ALL JOINTS
WATERPROOF MEMBRANE

(ADJUSTMENT RANGE FROM 70mm TO 135mm)
SET TO SUIT DEPTH TO FINISHED GRADE
CAST IRON TELESCOPIC FRAME

MADE WITH TELESCOPIC FRAME SET.
GRADE ANGLE.  FINAL HEIGHT ADJUSTMENT
GROUTED IN POSITION TO MATCH ROAD 
NOTE: THE INTEGRATED SYSTEM MUST BE 

(ROAD OR PEDESTRIAN PATH)
FINISHED GRADE

VARIES
DEPTH 
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(ROAD OR PEDESTRIAN PATH)
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(ROAD OR PEDESTRIAN PATH)
FINISHED GRADE

FIRST STEP
300 MAX. TO
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(STD. DWG 2-5-2)
MIC PROTECTION 

TO SUIT IFC CONCRETE ADJUSTMENT UNIT
PRECAST TAPERED TOP SECTION

ADJUSTMENT UNIT
PRECAST CONCRETE

PRECAST MONOLITHIC TOP SECTION

IFC CONCRETE ADJUSTMENT UNIT
WITH TRANSITION COLLAR TO SUIT

(MONOLITHIC TOP SECTION)
PRECAST FLAT CAP OPTION

VARIES

NEW SANITARY SEWER CONSTRUCTION
SCALESTD. DWG. NUMBER

N.T.S.

AINLEY GROUPA.P.

APPROVED BY DRAWN BY 

NOTE

INTEGRATED FRAME AND COVER SYSTEM DETAILS
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2. REFER TO STANDARD DRAWING 2-5-2, 2-5-9 FOR TYPICAL INSTALLATION OPTIONS AND REQUIREMENTS.

1. REFER TO STANDARD DRAWING 2-5-1 FOR GENERAL NOTES PERTAINING TO PRECAST MAINTENANCE HOLES.

PARTIAL EXCAVATION

NEW CONSTRUCTION REHABILITATION

ROW

FULL EXCAVATION

INTERNAL

NO EXCAVATION

H2S SECURITY

EXTERNAL

FLOOD PLAIN

IN GROUT
ENGAGEMENT
MIN. 50mm 

RECOMMENDATION 
AS PER MANUFACTURER'S 
MATCH FINAL SURFACE GRADE
SHIMS AS REQUIRED TO

FORM FOR ENGINEERED GROUT
(APPROX. 150-200mm) TO PROVIDE 

(SEE NOTE 3) 
RECOMMENDATION
PER MANUFACTURER'S 
ENGINEERED GROUT AS 

    AS PER MANUFACTURER'S APPLICATION GUIDELINES.
3. GROUT REQUIREMENTS: NON-SHRINK, MINIMUM 50 MPa AT 28 DAYS, TO BE INSTALLED ONLY

SET 4 - 15m, 200mm ANCHOR DOWELS IN HOLES

AROUND PRECAST MONOLITHIC TOP SECTION

PRIOR TO GROUT BEING POURED
TOP SECTION OPENING IS SCARIFIED 
ENSURE SURFACE OF MONOLITHIC

I/I

EASEMENT

REFER TO STD. DWGS. SECTION 2-6.
INSTALLATION LOCATION AS PER DESIGN.
INFLOW DISH AND GASKET DEPENDING ON 
CAST IRON COVER C/W REMOVABLE 

REFER TO STD. DWGS. SECTION 2-6.
INSTALLATION LOCATION AS PER DESIGN.
INFLOW DISH AND GASKET DEPENDING ON 
CAST IRON COVER C/W REMOVABLE 

(SEE NOTE 3)
MANUFACTURER'S RECOMMENDATION 
ENGINEERED GROUT AS PER 

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 

300 MAX.

(STD. DWGS. SECTION 2-6) 
TWO ANCHORS PER RISER SECTION
RUNGS AT 300 o/c MAX. AND MIN. 
EACH RISER SECTION c/w LADDER 
ONE LADDER SEGMENT FOR 

(STD. DWGS. SECTION 2-6-9 & 2-6-10)
RISER SECTION
LADDER SPLICE AT EACH 

(STD. DWGS. SECTION 2-6) 
(UNIT TO BE MIN. 75mm THICK)
IN ADJUSTMENT UNITS 
SINGLE STEP ANCHORED

(STD. DWGS. SECTION 2-6) 
TWO ANCHORS PER RISER SECTION
RUNGS AT 300 o/c MAX. AND MIN. 
EACH RISER SECTION c/w LADDER 
ONE LADDER SEGMENT FOR 

FIRST STEP
300 MAX. TO

(STD. DWGS. SECTION 2-6) 
(UNIT TO BE MIN. 75mm THICK)
IN ADJUSTMENT UNITS 
SINGLE STEP ANCHORED

300 MAX.

REVISION NUMBER: 2

RECOMMENDATION 
AS PER MANUFACTURER'S 
MATCH FINAL SURFACE GRADE
SHIMS AS REQUIRED TO

TO WALL SURFACE
LADDER RUNG OR STEP 
150 MIN. FROM C/L OF 

TO WALL SURFACE
LADDER RUNG OR STEP 
150 MIN. FROM C/L OF 

    OWNERSHIP OF THE ROAD, PRIOR TO USAGE OF THIS STANDARD DRAWING..
4. INSTALLATION OF THIS FRAME AND COVER SYSTEM SHALL BE APPROVED BY THE LOCAL MUNICIPALITY HAVING 

NOTE:

REV. DATE: AUGUST 2020

    AND PAVED SURFACES ONLY.
1. THIS FRAME AND COVER SYSTEM FOR USE WITHIN PAVED PORTION OF ROW

    OR COLLECTOR ROADWAYS.
2. THIS FRAME AND COVER SYSTEM IS NOT PERMITTED FOR USE IN ARTERIAL 

    FORMAL ACCEPTANCE AND APPROVAL ONLY.
    WITHIN THE MUNICIPAL RIGHTS OF WAY WHERE MUNICIPALITIES HAVE PROVIDED 
3. THE REGION APPROVES THE USE OF INTEGRATED FRAME AND COVER SYSTEM 
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