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NEW SANITARY SEWER CONSTRUCTION

AS SPECIFIED
PVC RIBBED PIPE

AS SPECIFIED
PVC RIBBED PIPE

(IPEX ULTRA-RIB, OR APPROVED EQUAL)
MAINTENANCE HOLE ADAPTER 
PVC SMOOTH WALL

SPRINGLINE

WALL CONNECTION DETAILS

TYPICAL RIBBED PVC PIPE

 

NOTE

 

 

    PRECAST MAINTENANCE HOLES.
2. REFER TO STANDARD DRAWING 2-5-1 FOR GENERAL NOTES PERTAINING TO 

    OPTIONS AND REQUIREMENTS.
3. REFER TO STANDARD DRAWING 2-5-2, 2-5-9 FOR TYPICAL INSTALLATION 

1. REFER TO STANDARD DRAWING 2-3-1 FOR BEDDING AND BACKFILL DETAILS.

TO BE USED)
PIPE GASKETS (2 GASKETS 

SPRINGLINE

BASE SECTION
PRECAST MONOLITHIC

(STD. DWGS. SECTION 2-6) 
AT 300 o/c MAX.
LADDER RUNGS (OR STEPS)

(STD. DWGS. SECTION 2-6)
WITHIN 300mm OF PIPE OBVERT
BOTTOM SAFETY LANDING

MAX.

300 

MAX.

300 

AT PIPE OBVERT (STD. DWG. 2-5-20)
15 MPa CONCRETE BENCHING 

SEWER PIPE CONNECTION
TYPICAL SMALL DIAMETER RIBBED PVC

MAINTENANCE HOLE AS SPECIFIED
GRANULAR BEDDING BELOW 

(STD. DWG. 2-5-20)
15 MPa CONCRETE BENCHING 

(STD. DWG. 2-5-20)
THROUGH MAINTENANCE HOLE
SLOPE BENCHING DROP 

(STD. 2-5-2)
PREVENTION IF REQUIRED
BASE EXTENSION FOR UPLIFT 

GROUND
UNDISTURBED 

FOR PROJECT SPECIFIC REQUIREMENTS
(STD. DWG. 2-3-1) OR AS SPECIFIED
GRANULAR PIPE BEDDING

BENCHING
SLOPE 

WITH CN2000 (OR APPROVED EQUAL)
ON INSIDE OF CHAMBER AND COATED
ANNULAR SPACE FILLED WITH GROUT

BOOT CONNECTOR (TYP.)
OF FLEXIBLE PIPE INSIDE THE FLEXIBLE
PROVIDE SANDED END ON PORTION

FOR PROJECT SPECIFIC REQUIREMENTS
(STD. DWG. 2-3-1) OR AS SPECIFIED
GRANULAR PIPE BEDDING

OF CHAMBER)
600mm (TYP. BOTH SIDES
JOINT TO BE MAXIMUM 
DISTANCE TO FIRST PIPE

FLOW

SPECIFICATIONS
FLEXIBLE BOOT AS PER MANUFACTURER'S
TO SUIT PIPE MATERIAL, DIAMETER AND
FACTORY PRODUCED WALL OPENING

(TYLOX HKT-PMH, OR APPROVED EQUAL)
INTERFERENCE FIT CONNECTOR MAY BE USED

WATERTIGHT SEAL (TYLOX MIB OR APPROVED EQUAL).
CONVENTIONAL BOOT FLEXIBLE
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