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(STD. DWGS. SECTION 2-6)
TO FINISHED GRADE 
UNITS (MAX. 3) TO SUIT DEPTH 
INTERLOCKING ADJUSTMENT 
PRECAST OR COMPOSITE
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(BELOW GRADE)
WITH POINTING MASTIC
BELOW FRAME AND SEAL EDGE
LAP WATERPROOF MEMBRANE

ON BELOW GRADE SURFACES
WATERPROOF MEMBRANE
MEL-ROL (OR APPROVED EQUAL)

MIN. 150 LAP BELOW JOINTS)
(DEPTH VARIES TO PROVIDE 
BELOW FINISH GRADE
TERMINATE MEMBRANE 150mm

150mm (MIN.)

EXTEND MIN. 150mm BELOW FINISHED GRADE 
ON ABOVE GRADE SURFACES UP TO FRAME. 
CEM-KOTE FLEX ST (OR APPROVED EQUAL)

BELOW GRADE INSTALLATION 

WATERPROOF MEMBRANE

THIS SIDE TYPICAL FOR 

ABOVE GRADE INSTALLATION 

WATERPROOF MEMBRANE

THIS SIDE TYPICAL FOR 

MEL-ROL MEMBRANE LAYES
CEM-KOTE FLEX ST AND LOWER
OVERLAPPING THE UPPER
WATERPROOF MEMBRANE
MEL-ROL (OR APPROVED EQUAL)
MIN. 300mm STRIP OF

ALL EDGES
POINTING MASTIC AT

ALL EDGES
POINTING MASTIC AT
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EXTERNAL

REHABILITATIONNEW CONSTRUCTION

INTERNAL

SECURITYH2S

FULL EXCAVATION NO EXCAVATION

1. REFER TO STANDARD DRAWING 2-5-1 FOR GENERAL NOTES PERTAINING TO PRECAST MAINTENANCE HOLES.

2. REFER TO STANDARD DRAWING 2-5-2, 2-5-9 FOR TYPICAL INSTALLATION OPTIONS AND REQUIREMENTS.

 

    COMPOSITE GRADE RINGS TO BE UTILIZED FOR ADJUSTMENTS UNDER 150mm AS REQUIRED (CRETEX PRO-RING OR APPROVED EQUAL).
4. MINIMUM 150mm PRECAST ADJUSTMENT RING UNIT TO BE USED IF MECHANICAL ANCHORING OF FRAME TO BE PERFORMED.

(STD. DWG 2-5-2)
MIC PROTECTION 

TOP SECTION
PRECAST TAPERED

DEPTH VARIES

MAINTENANCE HOLE TOP SECTIONS
FOR ABOVE AND BELOW GRADE 

TYPICAL WATERPROOFING DETAILS 

MAINTENANCE HOLE JOINTS
FOR BELOW GRADE 

TYPICAL WATERPROOFING DETAILS 

(STD. DWG. 2-5-1)
JOINTS BELOW GRADE
MEMBRANE TYPICAL ALL 
EQUAL) WATERPROOF 
MEL-ROL (OR APPROVED 

INTERNAL EXTERNALEXTERNAL
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PRECAST RISER

(STD. DWG. 2-6-16)
AT RISER JOINTS 
INTERNAL FROST STRAPS
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(STD. DWG. 2-5-1)
JOINTS BELOW GRADE
MEMBRANE TYPICAL ALL 
EQUAL) WATERPROOF 
MEL-ROL (OR APPROVED 

TRANSITION SECTION
PRECAST TAPERED

GASKET
RUBBER

GASKET
RUBBER

WATERPROOFING DETAILS
TYPICAL OUTSIDE CORNER

WATERPROOFING DETAILS
TYPICAL INSIDE CORNER

(STD. DWG. 2-5-1)
ALL JOINTS BELOW GRADE
WATERPROOF MEMBRANE TYPICAL
MEL-ROL (OR APPROVED EQUAL) 

(STD. DWG. 2-5-1)
ALL JOINTS BELOW GRADE
WATERPROOF MEMBRANE TYPICAL
MEL-ROL (OR APPROVED EQUAL) 

BELOW GRADE (STD. DWG. 2-5-1).
SPECIFICATIONS. TYPICAL ALL JOINTS 
C/W PRIMER AS PER MANUFACTURER'S 
JOINTS BENEATH WATERPROOF MEMBRANE 
APPLIED ON ALL INSIDE OR OUTSIDE CORNER
MEL-ROL DETAIL STRIP (OR APPROVED EQUAL) 

(STD. DWG. 2-5-1)
ALL JOINTS BELOW GRADE
WATERPROOF MEMBRANE TYPICAL 
MEL-ROL (OR APPROVED EQUAL)

DETAIL STRIP (SEE NOTE BELOW) 

BELOW GRADE (STD. DWG. 2-5-1).
SPECIFICATIONS. TYPICAL ALL JOINTS 
C/W PRIMER AS PER MANUFACTURER'S 
JOINTS BENEATH WATERPROOF MEMBRANE 
APPLIED ON ALL INSIDE OR OUTSIDE CORNER
MEL-ROL DETAIL STRIP (OR APPROVED EQUAL) 

GRADE (STD. DWG. 2-5-1).
OF CORNER. TYPICAL ALL JOINTS BELOW 
EXTEND STRIP 115mm BEYOND EACH SIDE 
AS PER MANUFACTURER'S SPECIFICATIONS. 
C/W PRIMER AND SURFACE PREPARATION
JOINTS BENEATH WATERPROOF MEMBRANE 
APPLIED ON ALL INSIDE OR OUTSIDE CORNER
MEL-ROL DETAIL STRIP (OR APPROVED EQUAL) 

OR APPROVED EQUAL)
(LEAKMASTER BY HYDROTITE
OF PRECAST JOINT (TYP.)
HORIZONTAL SURFACES
SEALANT ON BOTH
INSTALL ONE BEAD OF 

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 
REVISION NUMBER: 1

(STD. DWGS. SECTION 2-6) 
RISER SECTION
TWO ANCHORS PER 
300 o/c MAX. AND MIN. 
c/w LADDER RUNGS AT 
FOR EACH RISER SECTION 
ONE LADDER SEGMENT 

2-6-9 & 2-6-10) 
(STD. DWGS. SECTION 
RISER SECTION
LADDER SPLICE AT EACH 

WATERPROOFING DETAILS

OR APPROVED EQUAL)
(LEAKMASTER BY HYDROTITE
OF PRECAST JOINT (TYP.)
HORIZONTAL SURFACES
SEALANT ON BOTH
INSTALL ONE BEAD OF 

OR APPROVED EQUAL)
(LEAKMASTER BY HYDROTITE 
ENTIRE JOINT AT FRAME (TYP.)
INSTALL TWO BEADS OF SEALANT AROUND 

 

(STD. DWGS. SECTION 2-6)
PER PROJECT DESIGN
FRAME AND COVER AS 

 
    GRADE REQUIREMENTS. USE OF SHIMS IS NOT PERMITTED TO MEET FINAL GRADE REQUIREMENTS.
3. ANGLED OR TAPERED ADJUSTMENT UNITS (COMPOSITE) TO BE USED AT TOP OF ADJUSTMENT UNIT SECTION TO MEET FINAL
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UNITS AND THE PRECAST STRUCTURE
UNITS AND BETWEEN ADJUSTMENT
USED BETWEEN ALL ADJUSTMENT
CONSTRUCTION ADHESIVE TO BE
TWO BEADS OF PREMIUM GRADE

(STD. DWGS. SECTION 2-6)
SHIMS SHALL NOT BE USED.
TO MEET FINAL GRADE REQUIREMENTS.
AT TOP OF ADJUSTMENT SECTION 
INTERLOCKING ADJUSTMENT UNITS (MAX. 2) 
ANGLED OR TAPERED COMPOSITE 


