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NOTE

    TO PRECAST MAINTENANCE HOLES.
1. REFER TO STANDARD DRAWING 2-5-1, 2-7-1 AND 2-8-1 FOR GENERAL NOTES PERTAINING 

SPECIFICATIONS
PER MANUFACTURER'S
OVERLAP MEMBRANE AS 

SPECIFICATIONS
PER MANUFACTURER'S
OVERLAP MEMBRANE AS 

(TO EXTEND UNDER LIP OF FRAME)
WATERPROOF MEMBRANE

(ROAD OR PEDESTRIAN PATH)
FINISHED GRADE

VARIES
DEPTH

FINISHED GRADE IS BELOW THE FRAME AND COVER.

MEMBRANE DETAILS AND FOR INSTALLATION WHERE 

STANDARD DRAWING 2-5-25 FOR WATERPROOF 

(OR PEDESTRIAN PATH) APPLICATIONS. REFER TO 

THIS DETAIL SHOWS FINISHED GRADE FOR ROAD

NOTE: 

MAINTENANCE HOLE APPURTENANCES

2-6-7

SYSTEM REQUIRED PRIOR TO CONSTRUCTION

REGION APPROVAL FOR ANCHORING FRAME AND COVER 

(STD. DWG. 2-6-1, 2-6-2)

H-20 RATED

MAINTENANCE HOLE FRAME 

SUBSTITUTED AS PER PROJECT DESIGN.

COMPOSITE ADJUSTMENT UNITS 

PRECAST ADJUSTMENT UNITS TO SUIT. 

PRECAST TOP SECTION OR TOP RISER

MAINTENANCE HOLE TAPERED 

I/I

ROW FLOOD PLAIN EASEMENT

PARTIAL EXCAVATION

NEW CONSTRUCTION REHABILITATION

EXTERNAL

SECURITYH2S

NO EXCAVATIONFULL EXCAVATION

INTERNAL

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 
REVISION NUMBER: 1

OR APPROVED EQUAL)

(LEAKMASTER BY HYDROTITE 

JOINT AT FRAME

REQUIRED AROUND ENTIRE 

TWO BEADS OF SEALANT ADHSIVE

OR APPROVED EQUAL)

(LEAKMASTER BY HYDROTITE 

THE RING OF SEALANT/ADHESIVE.

END OF EACH BEAD CLOSING

IN A CIRCULAR RING, WITH THE 

BEADS TO BE EVENLY SPACED

SECTION (TYP.). 

BETWEEN EACH ADJUSTMENT UNIT

TWO BEADS OF SEALANT/ADHESIVE 

FOR MAINTENANCE HOLE WITH ADHESIVE

DETAIL OF ANCHORING METHOD

 
    USE OF SHIMS IS NOT PERMITTED TO MEET FINAL GRADE REQUIREMENTS.
    ADJUSTMENT UNIT SECTION TO MEET FINAL GRADE REQUIREMENTS. 
2. ANGLED OR TAPERED ADJUSTMENT UNITS (COMPOSITE) TO BE USED AT TOP OF

MEET FINAL GRADE REQUIREMENTS
AT TOP OF ADJUSTMENT SECTION TO
INTERLOCKING ADJUSTMENT UNITS (MAX. 2) 
ANGLED OR TAPERED COMPOSITE 
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