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    TO CPP MAINTENANCE HOLES.
1. REFER TO STANDARD DRAWING 2-7-1 FOR GENERAL NOTES PERTAINING 

NOTE

OR SAFETY LANDINGS

CPP ANCHOR DETAIL FOR LADDER

(STD. DWGS. SECTION 2-6)
APPROVED EQUAL)
LANDINGS (ACCESS INDUSTRIAL OR
SIMILAR BRACKET FOR FRP SAFETY 
FRP LADDER WALL BRACKETS OR 

(DIAMETER VARIES)
HOLE RISER
AWWA CPP MAINTENANCE 

PLAIN FERRULE INSERT
NUT, LOCK WASHER AND
16mm S.S. THREADED ROD,

PLAN

DETAIL

(STD. DWGS. SECTION 2-6)
APPROVED EQUAL)
LANDINGS (ACCESS INDUSTRIAL OR
SIMILAR BRACKET FOR FRP SAFETY 
FRP LADDER WALL BRACKETS OR 

NUT AND LOCK WASHER
16mm SS 316 THREADED ROD,

(DAYTON F43, OR APPROVED EQUAL)
PLAIN FERRULE INSERT 
16mm SS 316 NC THREAED 

(DIAMETER VARIES)
AWWA CPP MAINTENANCE HOLE RISER

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 

NEW AWWA C30X SERIES (CPP) PRESSURE TESTED SANITARY SYSTEMS

REVISION NUMBER: 2

TO BE PROVIDED BY PIPE MANUFACTURER.
PLATFORM MANUFACTURER. ALL ANCHOR INSERTS IN AWWA C30X SERIES (CPP) 
REQUIREMENTS BASED ON LOAD REQUIREMENTS SPECIFIED BY LADDER OR 
INSERT WELDED TO CPP STEEL CYLINDER AS PER PIPE MANUFACTURER'S 

DETAIL BELOW
SEE ENLARGED
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