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NOTE

1200 OR 1500 DIAMETER
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(STD. DWG. 2-6-16)
FROST STRAPS TO BE FIELD INSTALLED.
POSITION TO AVOID CONFLICTS WITH LADDERS OR STEPS. 
SHOWN THIS LOCATION FOR INFORMATION ONLY; 
INTERNAL FROST STRAPS AT PRECAST RISER JOINTS. 

CPP MAINTENANCE HOLE RISER
SECTION FOR 1200 DIAMETER 
PRECAST TAPERED TOP 

CPP MAINTENANCE HOLE RISER
SECTION FOR 1500 DIAMETER 
PRECAST TAPERED TRANSITION
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1. REFER TO STANDARD DRAWING 2-7-1 FOR GENERAL NOTES PERTAINING TO CPP MAINTENANCE HOLES.

3. 316 STAINLESS STEEL HARDWARE TO BE USED AS A MINIMUM STANDARD.

RCP JOINT

(STD. DWG. 2-5-25)
ALL PRECAST JOINTS 
TYPICAL JOINT SEALING AT

REQUIREMENTS)
(AS PER MANUFACTURER'S
C301 TO RCP JOINT
TRANSITION
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TRANSITION DETAIL

CPP TO PRECAST CONCRETE RISER

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 
REVISION NUMBER: 2

NEW AWWA C30X SERIES (CPP) PRESSURE TESTED SANITARY SYSTEMS

(STD. DWG. 2-5-25)
TYPICAL ALL PRECAST JOINTS
WATERPROOF MEMBRANE

2. FROST STRAPS ARE ONLY REQUIRED ON NON AWWA C30X SERIES  (CPP) JOINTS AS PER STD. DWG. 2-6-16.

AS PER STD. DWG. 2-7-1 (NOTE 16)
IN TRANSITION TO BE INSTALLED 
BOTTOM ANCHOR INSERT 
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