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NOTE

    BELOW THE EXISTING MAINTENANCE HOLE TOP SECTION AND ADJUSTMENT UNITS.
1. REFER TO STANDARD DRAWINGS 2-8-2, 2-8-3 FOR TYPICAL REHABILITATION OPTIONS 

INTERNAL REPAIR WITH NO EXCAVATION

TYPICAL EXISTING MAINTENANCE HOLE BASE SECTION

REPAIR INSERTS IF LADDER INSTALLED.
REMOVE ALL EXISTING STEPS AND 
(STD. DWGS. SECTION 2-6).
NEW FRP LADDER IF REQUIRED

SURFACE PRIOR TO REPLACING BENCHING (TYP.).
EQUAL) GROUT SEALANT. ENSURE A SMOOTH SEALING 
AND REPAIR JOINT WITH CN2000 (OR APPROVED 
REMOVE EXISTING GROUT AT PIPE CONNECTION

BENCHING REPAIR OR REPLACEMENT AND COATING 

OPTION FOR PIPE CONNECTION AND

OF FORMING NEW CHANNELS.
CONCRETE BENCHING MAY BE USED IN PLACE 
A PREFABRICATED INSERT LINER C/W 15MPa 
NOTE: IF EXISTING BENCHING IS TO BE REMOVED, 

    REHABILITATION OF MAINTENANCE HOLES.
2. REFER TO STANDARD DRAWING 2-8-1 FOR GENERAL NOTES PERTAINING TO 

PARTIAL EXCAVATION

REHABILITATION

NO EXCAVATION

INTERNAL

ROW

I/I

FLOOD PLAIN

H2S

EASEMENT

EXTERNAL

SECURITY

NEW CONSTRUCTION

FULL EXCAVATION

MANUFACTURER'S RECOMMENDATIONS
AND/OR EPOXY COATINGS AS PER 
COMPLETED PRIOR TO LINER INSTALLATION 
NOTE: SURFACE PREPARATION MUST BE

MANUFACTURER'S RECOMMENDATIONS 
APPLICATION OF GROUT SEALANT AS PER 
SURFACE PREPARATION MUST BE COMPLETED PRIOR TO
GROUT SEALANT PRIOR TO REPLACING BENCHING (TYP.).
REPAIR RISER JOINT WITH CN2000 (OR APPROVED EQUAL)

STANDARD DRAWING

 PUBLIC WORKS
REFER TO STD. DWG. 2-0-2

FOR REVISION TRACKING 
REVISION NUMBER: 1

ACROSS TOP SURFACE TO M.H. WALLS
(PIPE OBVERT) OF CHANNEL AND EXTEND 
COATING TO COVER FULL HEIGHT 
CONNECTION TO THE EXISTING PIPE.
BENCHING AND JOINTS AT THE
INSTALL COATING OVER REPLACED

REPAIR OR REPLACEMENT SURFACE PREPARATION.
REFER TO STD. DWG. 2-8-1, NOTE 8 FOR
CONCRETE BENCHING (STD. DWG. 2-5-20).
AND REPLACE WITH NEW 15MPa 
REMOVE OR REPAIR EXISTING BENCHING 
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