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WASTEWATER

FORCEMAIN

FLANGE (SEE NOTE 5)

AIR VALVE TESTING &

FLUSHING CONNECTION

AIR VALVE FLUSHING

CONNECTION

S.S SUPPORT

BRACKET c/w S.S

WALL BRACKETS AND

U-BOLT TO ANCHOR

AIR VALVE INLET PIPE

TO BRACKET (SEE

PLAN VIEW BELOW)

UNION FOR DISMANTLING &

VALVE REMOVAL

SEWAGE PUMPING STATION

AIR VALVE DETAIL

TYPICAL SECTION

AIR VALVE

NOTES:

1. ALL WASTE WATER AIR VALVES TO BE STAINLESS STEEL WITH MINIMUM 50mm

INLET.

2. ALL ALL THREADED PIPE, FITTINGS, VALVES AND APPURTENANCES MUST BE

STAINLESS STEEL 316L SCHEDULE 40 TO ASTM A776.

3. WASTE WATER FORCEMAIN DIAMETER, MATERIAL, VALVE CHAMBER SIZES PER

LINEAR STANDARD DESIGN.

4. ALL PIPING, FITTINGS, VALVES AND APPURTENANCES TO BE c/w DENSO PASTE,

DENSO MASTIC AND DENSO TAPE OR APPROVED EQUAL, APPLIED TO

MANUFACTURER'S RECOMMENDATIONS.

5. PROVIDE FLANGED TEE TO EQUAL SIZE OF FORCEMAIN AND MIN. 200mm FOR

FORCEMAINS LARGER THAN 200mm.
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CHANNEL

VALVE
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S.S. VALVE (LEVER

OPERATED). SIZE TO
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ACCESS RISER (c/w

INSULATION). PLACEMENT

TO AVOID CONFLICT WITH
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75mm S.S. ANGLE  AND

WALL BRACKETS
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CHAMBER WALL
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BOLTS AND WASHERS

AIR VALVE (ABOVE)
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(BELOW VALVE)

AIR RELEASE,
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COMBINATION AIR
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SERVICE (PER DESIGN)

S.S. TEE SIZE TO SUIT

AIR VALVE, MIN. 50mm

ALL PIPE NIPPLES TO

BE S.S.

AIR RELEASE

DISCHARGE PIPE c/w

S.S PIPE SUPPORTS

AS REQUIRED (SIZED
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AIR RELEASE
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EXTENDED TO
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